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6 X 8 RIDGE (CEDAR) - STAINED AND SEALED

-— JOISTS AT 24 " O.C. six_."‘ﬁES : ’Uv ” ./15 _J

3" STEEL FRAMWORK \ /
ATTACHED TO 3" STEEL POST

6" CONC. SLAB W/ THICKENED SLAB AT
EDGE AND POSTS - 10 X 10 WELDED
WIRE FABRIC TROUGH OUT SLAB

ADA ACCESSIBLE RAMP -

1/2" ISOLATION JOINT TYP.

REVISIONS

EDGE OF ROOF ABOVE

STANDING SEAM PAINTED ROOF
PANEL OVER 3/4" SHEATHING
(SEE MANUFACTURERS SPECS)

EDGE OF SLAB

13!_0"

THICKENED SLAB \ /
| / \
/ \

179"

ACTION DATE

DESIGNED 2/4/2015
DRAWN 2/4/2015
CHECKED <(FIELDY
CHECKED (HDQTSD

STRAP AT TOP WHERE OCCURS
‘\ T

3" STEEL MTL. (BLACK) STRAP. LAP
STEEL STRAP 4" AND ATTACH TO
CEDAR POST W/ (2) 3/4" ROUND
HEAD SOLID DRIVE RIVETS - TYP.
OF 3EACHPOST ——— it

4"

LARRY/RINDER

/ DESIGNER
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‘ 1645 S.W. Binford Ave.
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6 X 8 RIDGE (CEDAR) - STAINED AND SEALED
:X 8 RIDGE BEAM 2 X 8 CEDAR JOIST AT 16" O.C. - STAINED AND SEALED

STEEL U-SHAPED PLATE WELDED TO 3" STEEL
MTL POST W/ (2) 5/8" TROUGH BOLTS AT BEAM 1/2" T-111 ROUGH SAWN (BACK TO
BACK) STAINED BOTH SIDES AND
STANDING SEAM PAINTED ROOF SEALED AT EXTERIOR
e o S RECREATION
(SEE MANUFACTURERS SPECS) STANDING SEAM PAINTED ROOF
1 PANEL OVER 3/4" SHEATHING

2 X 8 I0IST AT 16" O.C. v e (SEE MANUFACTURERS SPECS) C IS SI

NOTCH AT BEAM OIVIIVI OI \]

| 10" DIA. CEDAR LOG RIPPED AND 5 X 10 TRIMMED
i ROUTED TO FIT AROUND 3" STEEL
= | I MTL. POST SUPPORT.

i
T

\ CHAMEER AT TOP TO SEAT AT BEAM.
1/2" T-111 ROUGH SAWN ,

(BACK TO BACK) STAINED
BOTH SIDES AND SEALED AT .
EXTERIOR
-— 3" STEEL FRAMWORK
ATTACHED TO 3" STEEL POST -
NOTCH 6 X 8 BEAM AT MERGE
L o NISQUALLY MASHEL
i .
-— REMOVABLE 2 X 2 CEDAR X
an o
//— 3/4" PLYWOOD BACKING TRIM W/ #3 X 2-1/2" & STATE PARK
= 1/4" X 3-4.5" X 4'4" TEMPERED SECURITY SCREWS - STAINED <
‘.//7 GLASS EACH SIDE s AND SEALED R
1/4" X 1" SHIM AT BOTTOM AND OPP. # 4 X 6 CEDAR INLAID 1" AT 6 X 6 N
SIDE OF SECURE TRIM ONLY - EACH SIDE CEDAR POST - STAINED AND SEALED.
ROUTER POST AROUND 4 X 6
Ryl KIOSK PLAN, ELEV
i ¥ 3 X 3 STEEL METAL POST WELDED TO 1/4" / y
X 10 "ROUND STEEI!. PLATE WITH 5/8" X 3" CHANNEL PLATE WELDED TO AN D S ECTI ON S
7-1/2" EMBEDS 1.5" IN FROM PLATE EDGE
PERPENDICULAR TO FOOTING POST AND LAG BOLTED TO 4 X 6
. W/ (2) 5/8" X 2 1/2" BOLTS
~
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—-———— 1/2" ISOLATION JOINT AT SLAB AND CONC. FOOTING A
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1/2n = 10"

CHANNEL
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ELEVATION SECTION A —w%=~  SECTION B




